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Section 1

Health and Safety
1.1 UNITED KINGDOM HEALTH & SAFETY AT WORK ACT 1974

The User’s attention is drawn to the following:

Section 6a of this act requires manufacturers to advise their customers on the
safety and the handling precautions to be observed when operating, maintaining
and servicing their products.

The User’s attention is drawn to the following:

1) All sections of this manual must be read before working on the equipment.

2) Installation must be carried out by suitably trained and qualified personnel.

3) Normal safety precautions must be taken and appropriate procedures observed
to avoid accidents.

1.2 Health

The following is extracted from a health warning card supplied to all staff. It is the
client’s responsibility to ensure that all necessary protective clothing equipment is
available.

1.2a Leptospirosis

There are two types of Leptospirosis which can affect people in the UK

1) Wiel’s disease. This is a serious infection transmitted to humans by contact with
soil, water or sewage which has been contaminated with urine from infected rats.
2) Hardjo-type Leptospirosis which is transmitted from cattle to humans. Both
diseases start with flu-like illness with a persistent and severe headache, muscle
pains and vomiting. Jaundice appears about the fourth day of iliness.

Typical Symptoms?

How is it caught?
The bacteria can enter your body through cuts and scratches and through the lining
of the mouth, throat and eyes.

1.2b Sensible Precautions

After working in sewage or anything contaminated with sewage, wash your hands
and forearms thoroughly with soap and water. If your clothing or boots are
contaminated with sewage, wash thoroughly after handling them.

Take immediate action to wash thoroughly with clean water any cuts, scratches or
abrasions of the skin immediately prior to applying any protective covering.

DO NOT handle food, drink or smoking material after coming into contact with
sewage, report to your doctor immediately and advise him/her of the circumstances.
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1.3 Safety

Sewage gases are potentially explosive and toxic. DO NOT enter any below ground
compartments.

Before carrying out any maintenance work, the equipment must be electrically
isolated.

Do not leave covers open for any longer than necessary. Temporary barriers and
warning signs should be erected around any open covers or manholes as
appropriate.

Any visiting personnel must report to site office on arrival and fully acquaint
themselves with safety regulations applicable.

Section 2

Description And Overview Of Operation

Single Pump Unit with Single Automatic Pump

The Pump Station chamber is constructed from heavy-duty reinforced polymer

suitable for underground applications and needs no attention.

One heavy-duty sewage pump is installed with an integral clamp and accessed by a

galvanised lifting chain.

Power supply is single-phase 240 volts or three phase 415 volts.

Liquid level in the station is controlled by a float integral with the pump which will switch on at high
level and off at low level.

A second (optional) float operates the high level alarm which indicates when the level rises beyond
a predetermined height. A High Level Alarm is supplied complete with it's own wiring and instruction
leaflet.

Section 3

Installation Instructions

These instructions are only a guide for installation in normal ground condition. You
should assess your site and make suitable allowances for any unusual conditions.
All work should be carried out by qualified staff. Normal site work precautions
should be taken. Please read these instructions in full, prior to commencement of
installation. If you are unsure on any point then ask for advice before proceeding.
Our Technical Dept can be contacted on 05601 547 260 during office hours.

CHAMBER INSTALLATION

1) Select a suitable location for the chamber. If possible, avoid vehicular traffic
areas. Where this cannot be done, a heavy duty access cover will be required,



